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SEE SHEET C2.7
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NOTES:

1. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND
UTILITIES PRIOR TO ANY CONSTRUCTION. CALL GOPHER STATE ONE CALL:
1-800-252-1166.

2. ORANGE CONSTRUCTION FENCE SHALL BE PROVIDED AROUND ENTIRE PERIMETER OF
CONSTRUCTION AREA (SEE DETAIL 3/C4.0). CONTRACTOR SHALL COORDINATE ACCESS
THROUGH CONSTRUCTION FENCE WITH DAILY CONSTRUCTION ACTIVITY. ALL
ENTRANCES/OPENINGS SHALL BE ENCLOSED AT ALL TIMES AND MONITORED FOR
PASSAGE OF EQUIPMENT.

3. ALL OPEN OPEN TRENCHES SHALL BE BACKFILLED AT THE END OF EACH WORKING
DAY. NO OPEN TRENCHES ALLOWED OVERNIGHT.

4. ALL EXCESS SOILS SHALL BE REMOVED FROM SITE. COORDINATE WITH THE VA FOR
LOCATION OF REMOVED SOILS.

5. IRRIGATION COVERAGE SHALL BE PROVIDED FOR AREAS AS INDICATED. CONTRACTOR
SHALL COORDINATE THE CONNECTION TO EXISTING IRRIGATION SYSTEM WITH THE
OWNER.

LEGEND

CONCRETE WALK

BITUMINOUS TRAIL

ORANGE CONSTRUCTION FENCE

IRRIGATION COVERAGE - TURF

IRRIGATION COVERAGE - PLANTINGS

CONTRACTOR PARKING
AND STAGING AREA
8' WIRE FENCE W/ GATE
AND MANGATE

EXISTING IRRIGATION
LINE - FIELD VERIFY SIZE
AND LOCATION
CONNECTION TO EXISTING
IRRIGATION LINE TO BE MADE
WITH INGROUND VALVE BOX
INCLUDING ELECTRONIC ZONE
CONTROLLER (TIMER)
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0 30' 60'

CONSTRUCT 8' CONCRETE
WALK (MATCH EXISTING)
STA 102+19.54

PEDESTRIAN CURB RAMP
END 8' CONCRETE WALK
STA 102+89.26

PEDESTRIAN CURB RAMP
CONSTRUCT 6' CONCRETE WALK

STA 103+11.68

MATCH EXISTING
CONCRETE WALK

STA 104+00.73

MATCH EXISTING
CONCRETE WALK

 STA 104+10.08

END 6' CONCRETE WALK
(MATCH EXISTING)
STA 106+74.83

CONSTRUCT 6' CONCRETE WALK
(MATCH EXISTING)
STA 202+20.04

END 6' CONCRETE WALK
(MATCH EXISTING)

STA 207+58.64

SIDEWALK SCUPPER
TO ACCOMODATE EXISTING

DRAINAGE SWALE (1.05%)
SEE DETAIL 5/C4.0

NO CROWN, 2% RIGHT
STA 205+38.81

WAY STATION 'B'
SEE DETAIL 2/LA102

"ALIGNMENT 1"

"ALIGNMENT 2"

ADJUST MH CASTING
EXISTING RIM = 1042.99
PROPOSED RIM = 1042.72

EXISTING SHRUBS
TO BE REMOVED

CROSSWALK

REMOVE TREE

REMOVE TREE REMOVE TREE

REMOVE TREE

NOTES:

1. TYPICAL SECTION FOR "ALIGNMENT 1" (SEE DETAIL 10/C4.1) 6' CONCRETE WALK, 2%
CROWN UNLESS NOTED OTHERWISE.

2. TYPICAL SECTION FOR "ALIGNMENT 2" (SEE DETAIL 10/C4.1) 6' CONCRETE WALK, 2%
CROWN UNLESS NOTED OTHERWISE.

LEGEND

CONCRETE WALK

BITUMINOUS TRAIL

GRADING LIMITS

ORANGE CONSTRUCTION FENCE

"ALIGNMENT 1" H: 1" = 30', V: 1" = 5'

"ALIGNMENT 2" H: 1" = 30', V: 1" = 5'

NO CROWN, 2% RIGHT
BEGIN STA 203+05.09
END STA 203+50.95

REMOVE TREE

MATCH EXISTING
CONCRETE WALK

STA 206+42.16

MATCH EXISTING
CONCRETE WALK

STA 206+51.75

EXISTING
GROUND

PROPOSED C/L
PROFILE

EXISTING
GROUND

PROPOSED C/L
PROFILE

CROSSWALK
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